REVISIONS

DESCRIPTIONS BY |[DATE

APPROVED

NOTE: 1. ANGLE FIRE HYDRANT SHALL

BE JONES J-342 OR
APPROVED EQUAL.

2. USE TAPPED CAP FOR BLOW-

OFFS AT ENDS OF WATER
MAINS

~—— WARF HEAD

PVC MAIN

. A

6 SACK — 3000 PSI

BRASS 45 W/BRASS PIPE
SERVICE CLAMP (SEE STD DETAIL

IN-LINE TAP

(50.8mm x 63.5mm) r// = ,
2" x 2-1/2" ANGLE FIRE—— ;
HYDRANT VALVE W/CAP  , = }~—— 2" (50.8mm)
AND CHAIN 3l S BRASS PIPE
O
LOCATE WARF HEAD =
SAW=CUT 24" (0.6m) SQUARE ~ BEHIND SIDEWALK.
6 SACK CONCRETE (No.
3000 PSI No.4 BAR
/ SQUARE
|
(203.2mm) +— %} | 1+ %\\3\\‘/’%‘3&\\} NN
D 72V/N //‘//\ N 2" (50.8mm)
» A SEE STD. VALVE 4779M-22 &
RING-TITE CAP W/2" (50.8mm) BOX G-3 2" (50.8mm)
TAPPED OUTLET L2 . 'l 1.P. COUPLING
" | VARIES OR 2" (50.8mm)
| BRASS ELBOW
>W/ J2605 COMP | -
ADAPTER BY M..P.
/-LOCATOR WRE /4= (pie il o)

|_—— 2" (50.8mm) CORP STOP CC x I.P.
J—1944,1943 OR APPROVED EQUAL

| b b |
\

2" (50.8mm) POLY TUBING
CTS (THREADED)

2" (50.8mm) VALVE, MUELLER H-10291
ORISEAL CURB VALVE OR APPROVED EQUAL

2" (50.8mm) BRASS PIPE

THRUST BLOCK W/2—2" (50.8mm) PIPE
STAKES, 1 EACH SIDE

G-6)
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2” (50.8mm) BLOW—OFF

G-14




